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1. Select Set Wizard(S) then select Station (infrastructure) then click Next>

Set Wizard
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(%) Station [infrastructure]:
Connect to a wireless network through the AP.

() Station [ad hoc]:

Connect to computer-to-computer network.

AP

Setup Access Point wireless network:

[ heis. | ]
e )

2. From the options you can access the Wireless Router or AP, you search them by
clicking Refresh button to search available Wireless Router or AP. Select the one you
want to connect and click Next>.

Set Wizard
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S5ID Security Channel Signal
1 QP-WR254G+ None 1 78%
'TEST2-AP None 6 94%

{"Test- AP TKIFAES 10 94%




3. Click OK

Unsecured network

i You are connecting to the unsecured network " TESTZ-4P
' Information sent over this network is not encrypted and might be visible to other people.
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4. Click OK to connect
If password is needed, you need to fill in password to continue. Click OK to connect.

Wireless Hetwork Properties: E'
Prafile Marme:
Metwark Mamel 55100

0 This is a computer-to-computer{ad hoc) network; wireless

arcess poinks are not used.
802, 1x configure

Channel: EAF TYPE :

Wireless network security
This netwark requires a ke Far the Following:

Metwork Authentication: | Open System  »
Drata encryption: | pisabled w Lsername

ASCIT FASSPHRASE ‘ |

Turnel :

Identity :
Key index {advanced): ‘ |
otk key: Password :
Certificate

Confirm network ke
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5. Click Finish.

Set Wizard

tomatic or manual obtainz 1P,

TCPAP
(%) Obtain an IP address automatically

) Use the following IP address:

IP Address:

Subnet Mask:

Default geteway:

DNS
() Obtain DNS server address automatically

(0 Use the following DNS server addresses:

Preferred DNS server: | |

Alternate DNS server: | |




